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Manufactured by: 

COLORGLO™ MONOCHROMATIC LED LIGHT STRIPS
INSTALLATION GUIDE

ColorGlo Monochromatic light strips are typically mounted in ColorGlo polycarbonate tubing for
installation in interior dry locations. End caps are recommended to prevent dust or other con-
tamination that could effect the performance and lifespan of the LED strips. Mounting clips hold
tubing secure while allowing for 360 degree rotation. Mounting clips are recommended at 1 ft.
spacings. 

Variations in environmental conditions may cause typical expansion and contraction of polycar-
bonate tubing. Installation of lengths exceeding 4 ft. must account for these factors.

See ColorGlo Monochromatic LED Light Strip data sheet for LED specification detail.

INTERIOR DRY LOCATION INSTALLATION

ColorGlo Monochromatic light strips may be mounted and sealed in ColorGlo polycarbonate tubing for use in wet locations. Polycarbonate
accessories are permanently sealed onto the tubing using adhesive, part #TSE399-C100G. Mounting clips hold tubing secure while allowing
for 360 degree rotation. Mounting clips are recommended at 1 ft. spacings. A water tight end cap with a rubber grommet, when properly
mounted on tubing using silicon adhesive, seals the cable and connector.  

Variations in environmental conditions may cause typical expansion and contraction of polycarbonate tubing. Installation of lengths exceeding
4 ft. must account for these factors.

NOTE: For wet location installation, use GE adhesive (part # TSE399-C100G) on polycarbonate end caps and coupler sleeves.   
See ColorGlo Monochromatic LED Light Strip data sheet for LED specification detail.

EXTERIOR WET LOCATION INSTALLATION
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To power supply - transformer Slotted End Cap
Part #HBW-250A Part #CGSL-OE

ColorGlo power cable or 16 AWG cable Coupler Polycarbonate Tubing Closed End Cap
Part # LLS-CA-XXX-MC-FM Part #CGSL-COUPLER Part #CGSL-CEP Part #CGSL-CE
(XXX indicates length to be specified)

Mounting Clip
Part #CGSL-MC

To power supply - transformer Water Tight End Cap
Part #HBW-250A Part #CGSL-WTE

ColorGlo power cable or 16 AWG all Coupler Polycarbonate Tubing Closed End Cap
weather grade cable with water tight end Part #CGSL-COUPLER Part #CGSL-CEP Part #CGSL-CE
caps mounted. Part # LLS-CA-XXX-MC-FMW
(XXX indicates length to be specified) Mounting Clip

Part #CGSL-MC
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